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MAXIMUM RATINGS
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Collector-Emitter Voltage

Collector-Base Voltage

Emitter-Base Voltage

Collector-Current — Continuous
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THERMAL CHARACTERISTICS

Characteristic

Thermal Resistance. Junction to Case
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ELECTRICAL CHARACTERISTICS (Tc = 25'C unless otherwise noiga.i

Ch.r.cteriitic Symbol Mln Typ Mix Unit
OFF CHARACTERISTICS

Collector-Emitter Breakdown Voltage
(IC = 25 mAdc. IB = 0)

Collector-Emitter Breakdown Voltage
(1C = 25 mAdc. VBE = 0)

Emitter-Base Breakdown Voltage
(If = 5.0 mAdc. IG = 0)

Collector-Cutoff Current
(VCE = 15 Vdc, VBE = 0)
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ON CHARACTERISTICS

DC Current Gain
llc = I.OAdc, VCE = 5.0 Vde)

hFE 20 - 120 -

DYNAMIC CHARACTERISTICS

Output Capacitance
(VCB = 15 Vdc, IE = o, f = I.OMH*I

Cob — 31 45 PF

FUNCTIONAL TESTS

Common-Emitter Amplifier Power Gain
(VCC = 12.5 Vdc, Pou, - 15 W, f = 512 MMzl

Collector Efficiency
(Vcc = 12.5 Vdc, Pout = 15 W. f = 512 MHzl

Load Mismatch Stress
(Vcc = )5-5 Vdc. f = 47<> MHz,
2.0 dB Overdrive. VSWR = 20:1 All Phase Angles)
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No Degradation In Output Power


